
CIVIC THEATRE 

TECHNICAL SPECIFICATION FOR STUDIO SPACE. 

AUDITORIUM : 

Seating capacity 68. 

Larger Performance area is possible by removing the front row. 
The capacity is reduced to 59. 
Seating blocks located on 3 sides of the performance area. 

Performance Area : 
Floor is solid concrete. Fixing to the floor is not possible. 
Stage depth 4.270m. (4.500m with front row of 9 seats removed). 
Stage width 7.320m. 
Grid height 2.920m. 

LIGHTING : 
Control Desk. 
1 x E.T.C. Express 125 lighting console with wired remote. 

Dimmers. 
24 way ZERO 88 Dimmer rack. 
19 circuits distributed throughout the grid. 
5 circuits available at floor level at S/L Backstage access. 

Lanterns : 
10 x Strand Quartet Profile 650w. 
10 x Strand Quartet Fresnel 650w. 
4 x Selecon Pacific 26/50 Profile 650w. 
6 x Selecon Fresnel 650w.

SOUND : 
Desk. 1 x Behringer PMP 4000 Desk with built in Power amp and Effects unit.

Speakers. 2 x D.A.S. D8 150w Speakers.

STAGE EQUIPMENT : Additional equipment such as stage braces and stage weights can be 
obtained from the main auditorium stock. Contact the technical manager for availability. 

BACKSTAGE FACILITIES : There are 2 small dressing rooms, a Toilet and Shower 
backstage. There is show relay to the 2 dressing rooms. There is limited storage for props etc. 
backstage 




